
Faber’s touch controls are located at the front of the hood for instant

access.
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SOUND PRO

To be installed at a minimum
distance from the hob of 53 cm.

IN-NOVA TOUCH X/BK A60 cod. 305.0611.152  

IN-NOVA TOUCH X/BK A90 cod. 305.0611.153  

IN-NOVA TOUCH X/BK A120 cod. 305.0611.154  

IN-NOVA TOUCH X/WH A60 cod. 305.0611.157

IN-NOVA TOUCH X/WH A90 cod. 305.0611.156

IN-NOVA TOUCH X/WH A120 cod. 305.0611.155

IN-NOVA TOUCH

PERFORMANCEFEATURES ACCESSORIES

Cod. 112.0157.243

F9 Charcoal filter

Cod. 112.0676.782

Remote control

Cod. 112.0327.007

ENERGY Remote
blower kit

Cod. 112.0185.276

FLL9 Charcoal filter
Long Lasting

Cod. 112.0624.485

Kit filters stainless
steel In-Nova 60

Cod. 122.0624.486

Kit filters stainless
steel In-Nova 90

Cod. 112.0624.487 

Kit filters stainless
steel In-Nova 120

Speed  1 2 3 INT

Air capacity
IEC point  250 390 570 670

Pressure  450 540 570  580

Input  150 200 240 250

Noise level  53 60 67  69

Finish

· Stainless steel / Black glass
· Stainless steel / White Glass

Controls

Squarcle touch

Lighting 

2 LED lights

Grease filter

Cassettes
dishwasher safe

Ø of air outlet

150 / 120 mm

Width

600 / 900 / 1200 mm

Energy class

A

(optional)
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